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ELECTRICAL

DESCRIPTION
Service entrance cable and location: Underground - not visible

Service size: 200 Amps (240 Volts)

Main disconnect/service box rating: 200 Amps

Main disconnect/service box type and location:
Breakers - basement

System grounding material and type: Copper - water pipe

Distribution panel rating: 200 Amps

Distribution panel type and location: Breakers - basement

Distribution wire material and type: Copper - metallic sheathed

Type and number of outlets: Grounded - typical

Circuit interrupters: Ground Fault (GFCI) & Arc Fault (AFCI): GFCI - outside

Smoke detectors: Present

LIMITATIONS
Inspection limited/prevented by: Smoke Detector functionality is NOT within the scope of a home inspection.

State of Illinois Smoke Detector Act - As of July 1, 1988, the State of Illinois has adopted a smoke detector act requiring
all dwelling units to be equipped with smoke detectors.  A dwelling unit is defined as a room or suite of rooms used for
human habitation.  For single family dwellings, the act requires:

At least one approved smoke detector in operating condition be installed within 15 feet of every room used for sleeping
purposes

Every single family residence shall have at least one approved smoke detector on every story including basements but

Report No. 1004

Page 16 of 35

SUMMARY ROOFING EXTERIOR STRUCTURE ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

REFERENCE

SAMPLE


